Introducing the new ARS C-Class Recycler. The industry standard of the abrasive blasting industry now in a **COMPACT** size.
Features

- 2,600 CFM @ 28” High-Vacuum
- “Quiet Site” Blower Enclosure
- Four (4) Component Cleaning System
- Multistage Airwash with Separate Bag House
- Air Drying System with Desiccant Dryer
- Two (2) ASME Code Stamped Blast Vessels
- Four (4) Sandblast Outlets

Specifications are subject to change without notice. Information contained in this brochure is not intended to extend any warranty or representation, expressed or implied, regarding the products described herein.

ARS RECYCLING SYSTEMS, LLC
info@arsrecycling.com
arsrecycling.com

4000 McCartney Road
Lowellville, OH 44436
p +330 536 8210
f +330 536 8211

Specifications

VACUUM

BLOWER: 2,600 CFM
VACUUM: 28” Hg - high vacuum
QUIET SITE BLOWER ENCLOSURE
CYCLONE: Prefilter 36”
HI-VAC BAG HOUSE: 28 filter pulse system
POWER PLANT: 200 hp diesel (continuous)
FUEL TANK: 95 gallons
EMERGENCY STOP SYSTEM: 3 locations

CLASSIFICATION

MAGNETIC PARTICLE SEPARATOR
VIBRATORY SCREEN/FEEDER
AIR WASH SEPARATOR: Multistage
BUCKET ELEVATORS: One (1) per unit
LOW-VAC BAGHOUSE: 3 Cartridge Filters
FAN: 1,200 CFM (Low-Vac Bag House)

BLASTING

TWO (2) ASME CODE STAMPED BLAST VESSELS
FOUR (4) SANDBLAST OUTLETS
175 PSI CODE STAMPED & REGISTERED VESSELS
OVERSIZED ACCESS DOORS
FULLY AUTOMATIC CONTROL SYSTEM
FIFTEEN (15) BARRELS OF GRIT STORAGE

AIR DRYING SYSTEM

OVERSIZED 3 HP AIR COOLED AFTERCOOLER
LARGE CAPACITY DELIQUESCENT SALT TANK
3” NPT PIPING STANDARD
PARTICULATE FILTER

DIMENSIONS

29’ EXTRA HEAVY DUTY TRAILER
29’ L X 8’ W X 13’6” H
ELECTRIC ANTILOCK BRAKES
DUAL 25K DROP LEGS: Rear of Trailer

OPTIONS

SINGLE DROP TRAILER
GENSET: 15 kw